
According Annex III of the Regulation (EU) No 574/2014
Declaration No: Fibrofor Standard 190, class 1b, 2013-775055

Essential characteristic Performance
Harmonised

technical specifi cation

Tensile properties (tenacity) > 31 cN/tex

EN 14889-2:2006

Eff ect on consistence (workability) of 
concrete

Consistence with 
1kg/m3 fi bers 
VEBE time: 3 s

Infl uence on the strength of concrete NPD*
Release of dangerous substances NPD*

Durability -
* NPD = No performance determined

D E C L A R A T I O N  O F  P E R F O R M A N C E

Unique identifi cation code of 
the product-type 

Intended use or uses

Manufacturer

Authorised representative

System/s of AVCP

Harmonized standard

Notifi ed body

Declared performance

Fibrofor Standard 190, class 1b, 2013-775055

For other uses in concrete, mortar or grout                                                                                                              

Contec Fiber AG
Industriepark Vial 2
CH-7013 Domat/Ems

No representative

System 3

EN 14889-2:2006

LGA Bautechnik GmbH (TÜV Rheinland)
Tillystrasse 2
D-90431 Nürnberg
identifi cation number: 0780

The performance of the product identifi ed above is in conformity with the set of declared performance/s.

This declaration of performance is issued, in accordance with Regulation (EU) No. 305/2011, under the sole 
responsibility of the manufacturer identifi ed above. 

Signed for and on behalf of the manufacturer by

Robert Bader
Business Line Manager

Domat/Ems, 16th December 2022   ....................................................
            Signature
http://www.contecfi ber.com/media/declaration_of_performance_fi brofor_standard_190-en.pdf

 December 2022   ....................................................


